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WATER SERVICE STANDARDS
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[ City Water Meter ]

LAST REVISED:01/30/09

NOT TO BE INSTALLED
WHEN REPLACING AN
EXISTING SERVICE TO
A BUILDING THAT DID
NOT HAVE ONE
INSTALLED PREMOQUSLY

1-1/2

1-1/2" & 2" Copper Services
DESCRIPTION NACER OR RATING

1. Double Strop Saddie Romac or Equal
2. Bal Vaive-2" Operating Nut w/Cotter Pin | Ford or equal
3. Pipe - Soft Copper Tubing , Type K ASTM B-88
4. Couwpling Male Ford or Equal
5. Vave Box Rich or Equal (340)
B. Meter Box Carson or Equal
7. Meter Setter w/Lockable Bypass Ford o Equal
8. Brass Nipple (3)
9. 2" Sheeve P
10. City to Install Meter
11, New Construction Must Have Check Vahve

Existing Buiking Before 1930 Construction

Must Have Angle Stop on Both Sides.
12, Distance Between Flanges
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NOTES:

T

// COPPER TUBING IS TO

BE SWEPT INTO SETTER.

IF SWEEP CANNOT BE MAINTAINED
BECAUSE OF DEPTH, SERVICE
SHALL BE HARD PLUMBED WITH
APROPRIATE BRASS FITTINGS.

1. THREAD SEALANT AND TEFLON TAPE
MUST BE USED ON ALL FITTINGS.

2. METERS SHALL NOT BE LOCATED
IN CONCRETE OR ASPHALT PAVING.

CITY OF KIRKLAND
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1-1/2" & 2" WATER
METER SERVICE

INSTALLATION




